Aegis M-type Module Specification
Monocrystalline 6X24 Solar Modules for Salt Field Type

385-415Wp

Model Name TS72-6MH-385 H1 TS72-6MH-390 H1 TS72-6MH-395 H1  TS72-6MH-400 H1 TS72-6MH-405 H1  TS72-6MH-410 H1  TS72-6MH-415 H1
Max. power at STC Pmax W 385 390 395 400 405 410 415

Wiz [poer vielitzie Vpmax V. 40.37 40.42 40.48 40.52 40.55 40.59 40.61

Max. power current lpmax A 9.54 9.66 9.77 9.88 9.99 10.12 10.24
Openeleuiveizege  Yem Y 47.29 47.52 47.71 47.95 48.17 48.40 48.59

Sireri @lifeuli @UIiEI Isc A 10.21 10.29 10.37 10.44 10.51 10.59 10.65

MEEliD Camverien Eit % 18.95% 19.19% 19.44% 19.68% 19.93% 20.18% 20.42%

* Under Standard Test Condition(1,000W/m?,25°C,AM 1.5): Power Tolerance +3%
* Module Conversion Eff. (%) = [Max power at STC(w) / ((Solar Module Area(nf) x 1000 (w/mf))] x 100%

CRllaz & iMlemeenstEine Max. system voltage 1500V Dimension 2,028 x 1002 x 40 mm
Module fire resistance class Class C

Cell per module  Mono-crystalline silicon solar cell (144 pcs) Weight 23Kg
Protection Class (IEC 61140) Class Il
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